
18V-3/8"SQ,TRANSDUCERSCREWDRIVER
RRI-BCP16S3
REDROOSTERCordlesstransducerizedscrewdriver.Verywell suitedfor assembly
applicationswheregoodtorqueaccuracyis required.8programscanbeset for
bothtorqueandangulardisplacement.Theprogramscanbeeasilyselectedor
programmedin a fixed sequence.Contactlesstriggerandforward/ reverseswitch
for a longlifetime.RepeatabilityCm/Cmk>2at +/- 7%.
Characteristics:
• Brushlessmotor
• 18VoltLithium-Ionbattery
• LEDstatusindicatesOK- NOK- REVERSE- BATTERYLOW
• Tighteningmodesetting– Torqueor Angle
• Programmabletorque
• Programmableanglelimits
• Programmablespeed
• Groupcheck/ counting
• 8programsincludingsequence
• Compactandlight weight
• Theflat batterypackoffersstability
• Battery(2,5Ah:BB200D-325;5,0Ah:BB200D-350)andcharger(B84192B)to be
orderedseparately

Relatedproducts

BB200D-325

18V2.5AhBattery,Li-ion

BB200D-350

18V5.0AhBattery,Li-ion

B84192B

18-20VCharger

Relatedaccessories

D39SC180B-1

SuspensionBail

33116-B200D-01

ProtectionCover

766-027-612

Sidehandlefor BCP

61022-TH005

ToolHolder

32088-NPA-01

Cable

33116-B200D-02

ProtectionCover

61022-TH003

ToolHolder,diameter58mm

33116-NPA-01

ProtectionCoverRRI-BCP

Specifications

Brand RedRoosterIndustrial

SquareDrive 3/8"

Bolt capacity(mm) 6

RPM 100- 500

Torque(Nm) 5- 16

Weightw/o battery(kg) 1,01

mmA 202,5

mmB 240,5

Batteryvoltage(Volt) 18

BatterytypeLi-ion….(Ah) 2,5/ 5,0

Soundstandard ISO15744

Soundpressure(dB(A)) <75

Sounduncertainty(dB(A)) 3

EAN 8717981418671


